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Material List

Storage Table
¸ Plywood for table top (19ò x 44ò x 2ò)
¸ Plywood for table bottom (19ò x 44ò x 2ò)
¸ Legs for table (4x)  (25ò tall)
¸ Interior/exterior paint 
¸ Glue (Gorilla Glue works best for this)

¸ L Brackets (8x)
¸ ıò High Density Foam Tape (17 ft. long)

¸ Drill Bit (4 inch diameter)

North Poles
¸ PVC Pipes (16x) (24ò tall and 3ò diameter)
¸ PVC Couplings (16x) (3ò diameter)
¸ Extension Cords (16x)
¸ Plastic 6ò Globes (16x) (3.25ò opening)

¸ Light Bulbs (16x) (15-25 watts)

¸ Paint for Plastic (3x) (color: White) 

¸ Concrete (60 lb. bag)
¸ Red Duct Tape (1 role)
¸ Rebar (precut to 24ò)
¸ Paint Stirrers (10x)
¸ Acetone, PVC Cleaner

Materials yield 16 north poles
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Pole Construction Phase I

1. Cut PVC pipes to 24ò

2. Clean pipes with PVC cleaner to 

remove any printing or barcodes

3. Wipe pipes with Acetone to remove 

oil & dirt. This step ensures paint will 

adhere properly to the pipes.

4. Paint pipes with one light coat of 

paint. You can skip this step if your 

pipes are perfectly white already.

5. Tape them up to look like north poles.
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Pole Construction Phase I (contôd)

1. Hammer rebar into the ground.

2. Position poles over rebar.

3. Fill each pole with concrete to cover 

the top of the rebar.

4. Place plastic bags over the tops while 

the concrete dries.

Notes:

After filling each pole, wiggle the pole to get out 

air bubbles. Also, use a paint stirrer to compact 

the concrete before it dries. Clean up any concrete 

drips before they dry. Make sure rebar is 

hammered perfectly straight into the ground.
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Pole Construction Phase I (contôd)

¸ Hereôs what they look like once the 

concrete has cured. 

¸ There is approximately 9 inches of 

concrete in each pipe.

¸ There is approximately 16 inches of 

rebar sticking out of the bottom of 

each pipe.
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